MAGBOR, CK-: HIGH POWER MAGNEHC DRILLING MACHINE ‘ MAGBOR. CK-35
Reduced drill consumption el

Desi.gned to r_neetthe .
CK-35 Magnetic Drilling Machine PRODUCT PARAMETERS cutting principle of core drills

Light, precise and relaxed operation experience,
improving factory production efficiency by 30%~300%,
designingin line with the cutting principle of core drill,
saving one third of drill consumption.

Strong suction Lightweight and
portableEnergy saving Cooling system

Magbor magnetic drill adopts German technology, imported Seven-Five-Axis linkage
composite equipment, machine center, and Swiss three-coordinate measuring instrument
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Quick-assembly cooling joint realize easy assembly and dis-assembly by plug-in and
plug-out once. When sidetracking, a external lubricating oil is adopted.

Only 10.5KG

6 ADVANTAGES The drilling machine with only 10.5KG weight can make
drill hole a diameter of 35mm, which is only about 1/5 of
the weight compared with the tradit

Model: CK-35 The min cutter depth :5mm
Stroke:118mm Magnet adhesion :10000N

Magnet footprint :167*84*44mm Arbor bore :19.05mm (3/4”) dia

Double dovetail guide not only ensures the rigidity of feed part, but also adjusts the
height of motor according to need. The surface of guide rail accepts wear-resistant
treatment, which has 5 times of service life as long as that of common guideway.
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Motor rated power:1100W Weight :10.5KG
Max cutting depth :50mm Load rp:450rpm

Max.Cutting dia.(annular cutter) :35mm The maximum diameter of twist drill:13mm . ) X y . .
The magnetic seat switch protection function realize that when the magnetic seat

switch istumed on, the motor can only be activated to ensure personal safety.
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Motor can adjust the height to:210mm TKERFL:10-35mm
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Cooling supply :Internal Cooling Thoughtful design only for your comfortable use

handle design
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Product details focus and
profession makes achievement




