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TECHNICAL PARAMETER
PRODUCT MODEL KCY-130/4WDO  KCY-150/4WDO

Core Drill Dia (mm) 130 150
Twist Drill Dia (mm) 38 »50
Tapping Dia (mm) M32 M50
Rated Voltage ) 110/220~ 110/220~
Rated Frequency  (Hz) 50-60 50-60
Rated Input Power (W) 2880 3080
No-load Speed(1) (rpm) 45-105 40-100
@) (rpm) 75-190 70-180
3) (rpm) 190-475 180-450
4) (rpm) 305-760 290-720
Max Attraction (N) 22500 24500
Cutting Depth (mm) 130 150
Stroke (mm) 350 360
Cable Length (m) 25 35 |© L ]
Packing Size (cm) 75*47%20 75*47%20 L
Packing Material Plastic Plastic
Shank Quickin / Weldon Quickin / Weldon
Machine Include: o Drill Machine e Handle e Wrench — KCY-130/4WDO Twist drill: Countersunk:
o Allen Wrench @ Manual e Safety Chain ||_ Coredrill: 2 38mm 2 45 mm
e Coolant Bottle e Tool box | f: zg x: ;iaar:n:: w ‘::;’2' e
< Twist Drill + Gear Speed <+ Tapping + Overload Protection = R CVASTAWDO Twist drill: Countersunk:
+ Milling Drill + Carbon Brush ~ Countersunk + Torque Control ||. Core drill: 2 50mm 2 50 mm
+ Reversible  Soft Start + Variable Speed | f : :8 ?: ::;n:;: ¢ Lzzpmg
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INDUSTRIAL GRADE

MULTIFUNCTION
MAGNETIC DRILL

Oil immersed type machine, please open the MAGNET switch operation machine,

then open the MOTOR switch. When the motor is running (in a forward direction),
such as reversed, can Press the BOTTON button, the machine will stop after
pressing the button, press the long time.Five seconds later, the host will be
reversed, can be used according to the time of pressing a button, release the
press.Button (BUTTON) inversion can be stopped. To release (BUTTON) button for
15 seconds.Time, the MOTOR switch is not closed, the host will automatically turn
up. In the machine .The process is in operation, the MOTOR switch if no close, so
close. MAGNET switch machine is not going to stop, we must first turn off the
MOTOR switch. And then close the MAGNET switch MAGNET to stop the machine.

@ Liquid oil gearbox
@ Feeding handle with speed reducer,
@ Can be mounted on both front and back side, quick change

@ Silicon panel(touch panel)

540-720mm
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Olimmersed gea St start Corstart power control ~ Carrying case  Conlinuous variable speed  Counterrotating 4 speed gear shift  CE certificated ~ RoHs certifica  Saety cluch
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