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SHIDA MACHINERY PORTABLE PIPE THREADER

2300W Electric Threading Machine

Matchable Head: 2" 1-1/2" 1-1/4" 1" 3/4" 1/2"

Product parameters

Start switch
Lock the power switch

Forward and i
reverse switch

Anti slip handle

Heat dissipation
window

External carbon brush
replacement port

High Quality Threading Split Head LY
High Strength, Wear-Resistant, And Durable Mﬂdel SD"50

- Pipe Capacity 1/2"” - 2"

Applicable Threader Standrd | BSPT
Power 2300W
Speed 28rpm

All aluminum head

Voltage 220V single phase
Frequency 50/60Hz

Pipe Cutter -

Packing Size 640x170x355mm
G.W/N.W 12/15kg

Replaceable Carbon Brush Safety Switch

Package list: Pipe threader; Pipe clamp; Fixed bar; Carbon brush; Oil can
and 6 x dies: 21, 27, 34, 42, 49, 60mm

Carbon Steel/High-Speed Steel Plate Teeth

High Temperature Resistance, Wear Resistance, t
Strong And Long-Lasting, Easy And Fast Replacement All Copper Wire Motor

Pipeline Cutting Threads Clear, Precise Dimensions High Quality Copper Core Motors Provide Surging Power

1. Install the die head according 2. Fixture fixed metal pipe 3. Fixture fixed on the
to the above diagram machine
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4, Start the forward and 5. Start the power supply and g, Refueling operation for
reverse switches start working hard pipe threading
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Attention: when damping the pipeline with the clamp, use the pipe to cover the

clamp and tighten it one more tumn. After the operation is completed, remember to

press the exit switch when exiting the pipeline

Operation Display

Fine Craftsmanship
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1, Follow The Steps In The 2. Install The Tooth Head 3. After power on | ’ | | . || " ‘
Diagram Te Operate Release The Power Immediately AN / N e H/ %, /
Fix The Water Pipe With Your M — M
Hand Against The Toath Head )
Strong Power Quality Assurance  High Homework
Efficiency
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4, After Fixing The Tooth Head, 5. After Starting And Stabilizing, 6. Then Remaove The Iron Low Operati ng Good Stabil |ty nghtWelg ht

Restart The Power Supply Add Engine Oil For Lubrication  Powder From Pipe Knock It Down 5 F
Exit Switch Push Out Noise Design



