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Light and flexible , it can be used not only

on machine proce-ssing .
also DIY repairing and daily use .
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ZQ4113D ZQ4116D/ZQ4119D  ZQ4125D %882]%28
B K $47L H 12 Max.Drilling capacity mm 13 16/19 25 25/31.5
I EZE Diameter of column mm 70 70 85 85
& AF7HE Spindle travel mm 85 85 110 110
%ﬁaﬁé@?p%ﬁe%ﬁ%sﬁ?o%column generating line mm 180 180 200 200
%/I?x Iftrs%aﬁcue E)ﬁjd(lzﬁngése to table i 390 410 480 390
%ﬁ.ﬁb%{?gncﬁfﬁ%ﬁeﬁgie to base iy 570 590 670 1140
T4 E Spindle taper B16 MT2 MT3 MT3
T35 E Spindle speeds range r/min 495-2565 270~2880 200~2280 s
T E R Spindle speeds series 4 12 9/12 9/12
TE&®ER~T Dimension of table surface mm | 240X 240 or $300 240X 240 or 300 280X 280 or 360 280X 280 or ©360
JEEE R~ Dimension of base mm 445X 270 445X 270 566 X 356 566 X 356
A& Overall height mm 960 960 1110 1680
B E1#l Power of motor W 370 370/550 750 750
EH/HEGW/NW kg 68/65 68/65 105/98 115/108
B3 R~F Packing dimension cm 91X51.56X27 91X51.56X 27 108 X 77 X34 108 X 77 X 34
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